
UNLOADED PATCH PANELS 
  & CAT6A UNLOADED PATCH PANELS

Product No. Description Color

BlackUnloaded UTP Keystone 24-Port Patch Panel 

Unloaded UTP Keystone 48-Port Patch Panel 

Unloaded UTP Keystone 24-Port CAT6A Patch Panel 

Blank Fillers for Unloaded Patch Panel 

NPP-AL1BLK241

NPP-AL1BLK481

NBF-BLK11

NPP-6A1BLK241

Black

Black

Black

ABS:  Acrylonitrile Butadiene Styrene
SPCC:  Steel Plate Cold Rolled Commercial
PC:  Polycarbonate

UNLOADED PATCH PANELS & 
CAT6A UNLOADED PATCH PANELS

UNLOADED PATCH PANELS - SPECIFICATIONS

UNLOADED PATCH PANELS - FEATURES CAT6A UNLOADED PATCH PANELS - FEATURES

CAT6A UNLOADED PATCH PANELS - 
SPECIFICATIONS1. Support Bar: SPCC, 1.5 mm thickness with black color painted

2. Panel: SPCC 1.5 mm thickness with black color painted
3. Insert: ABS, UL 94V-0
4. Available in 1U and 2U patch panel

1. Panel: PC+ Glass Fiber, UL 94V-0, black (RAL 9011) color
2. Support Bar: PC+ Glass Fiber, UL 94V-0, black (RAL 9011) color

• With cable management bar for improved management
• Accepts Cat5E and Cat6 keystone jacks
• Mounts in standard 19” racks
• UL/RoHS certified

• With cable management bar for improved management
• Staggered 24 port panel in 1U
• Mounts in standard EIA 19 inch racks
• Feasible solution for lower interference and eliminate alien crosstalk
• 3P certified KJ28F Cat6A unshielded connecting hardware
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STRUCTURED CABLING SOLUTIONS

NPP-6A1BLK241NPP-AL1BLK481

NPP-AL1BLK241

NBF-BLK11


